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Ducting Collar Dimension:
12.6" W x 21.94" H.
Standard:

Rear discharge
Optional:

Front discharge
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DIMENSIONAL DATA
e DIMENSION M DIMENSION
INCHES | MILLIMETERS INCHES | MILLIMETERS
A 46 3/4 1187 N 5 3/8 137
B 24 1/2 622 0 21/2 64
C 511/2 1308 P 21/2 64
D 16 3/8 416 Q 18 457
E 15 38 391 R 2 51
F 718 22 S 15/8 41
G 2 51 T 11/2 38
H 10 1/2 267 U 43/8 111
I 1 25 v 11/8 29
J 211/2 546 W 158 41
K 441/8 1121 X 81/4 210
L 47 1194 Y 178 48
M 24 3/8 619 Z 1508 41
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ELECTRICAL CONNECTION DATA PIPING CONNECTION DATA
DIAMETER (0.D.) DIAMETER (0.D.)
ITEM DESCRIPTION ITEM DESCRIPTION
INCHES [MILLIMETERS INCHES |MILLIMETERS
1 1/2 - 3/4 12-25 Electrical Power Supply 3 3/4 19 Humidifier & Condesate Drain Outlet*
2 1/2 - 3/4 12-25 Electrical Control Wiring 1/2 13 Liquid Line
4 11/8 29 Condenser Water Supply
11/8 29 Condenser Glycol Supply
5/8 16 Hot Gas Line
MODELS 5 118 29 Condenser Water Return
%%%I—)I(i% %%%gl(%% 11/8 29 Condenser Glycol Return
11GX40 11GX50 6 11/8 29 Chilled Water Supply
11DX40 11DX50 - . :
11FX40 11FX50 7 11/8 29 Chilled Water Return
11CW40 11CW50 8 1/4 6 Humidifier Supply Line
11AD40 11AD50 . - — :
11WD40 11WD50 9 5/8 16 Reheat Coil Water Supply
11GD40 11GD50 10 5/8 16 Reheat Coil Water Return
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* UNITS WITH HIGH TEMPERATURE, HIGH LIFT
CONDENSATE PUMP HAS 3/8" OD.
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